
MP 3R-Y2 previous MP 3R-Y2 new

MPRY0W1100FC00_ _ _ _ MPRY2W1100FC00_ _ _ _

MPRY0W1150FC00_ _ _ _ MPRY2W1150FC00_ _ _ _

MPRY0W1220FC00_ _ _ _ MPRY2W1220FC00_ _ _ _

MPRY0W1330FC00_ _ _ _ MPRY2W1330FC00_ _ _ _

MPRY0W1470FD00_ _ _ _ MPRY2W1470FD00_ _ _ _

MPRY0W1680FE00_ _ _ _ MPRY2W1680FE00_ _ _ _

MPRY0W2100FF00_ _ _ _ MPRY2W2100FF00_ _ _ _

MPRY0W2150FG00_ _ _ _ MPRY2W2150FG00_ _ _ _

MPRY0W2220FH00_ _ _ _ MPRY2W2220FH00_ _ _ _

MPRY0W2330FH00_ _ _ _ MPRY2W2330FH00_ _ _ _

MPRY0W2470FI00_ _ _ _ MPRY2W2470FI00_ _ _ _

MPRY0W2680FJ00_ _ _ _ MPRY2W2680FJ00_ _ _ _

MPRY0W3100FK00_ _ _ _ MPRY2W3100FK00_ _ _ _

*: All above mentioned part numbers are only related to the WIMA main catalog (standard products).

For more information or questions please don't hesitate to contact: WIMA Sales Department

Pfingstweidstraße 13

68199 Mannheim - Germany

sales@wima.de

www.wima.de

No changes to the components' electrical or mechanical parameters

Upgrading of the passive flammability test category "C" to "B". Increase of the rated 

voltage from 250 VAC to 300 VAC
Reason for Change:

Description of Change:

Classification of Change:

The values 1000 pF - 0.1 µF / 250 VAC of the WIMA MP 3R-Y2 range have been 

discontinued with immediate effect. The values will be replaced by the existing 300 

VAC voltage range.

Note: Please revise your master data for the above mentioned part numbers.

Alternative WIMA Products:

PCN - Product Change Notification

Product Group: Date: 01.01.2013MP 3R-Y2 PCN No.: PCN-MPRY-2013-0001

Quality Note:

WIMA MP 3R-Y2, 1000 pF - 0.1 µF, 300 VAC

Minor Change

Last Order Date:

Last Shipment Date: none

none

 Part No./Series/Product Group affected*: WIMA MP 3R-Y2, 1000 pF - 0.1 µF, 250 VAC

Date of Change: 01.01.2013
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